By-Pass / Control-Wire with Posi-Lock
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This is a step by step instruction on
how to by-pass your OBC. Variations
may be present. We are in process
of filming an instructional video
now. As soon as it is available, we
will update this page with a link.
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Step 1: To by-pass the OCB, you will need to first turn the key off and remove the seat.

Locate the receptacle, OBC and the ground cable as these will be the main focus of the by-pass.
Below is a picture of what you will see once the seat has been taken off.

This is where the OBC and ground wire is
located (Also, the ground of battery pack)

Step 2: Unscrew the battery holder and take the cables off of the middle right battery
(looking from the front of the cart). See photos.
Remove this battery and the
holder that embraces it.

8

Step 3: Remove the battery

and find the cable assembly. The
assembly will include three
colored wires: black, grey and
red. We will be concentrating on
the black wire for the by-pass.

Once you have found the black
wire, cut the black wire. (Confirm
that this is the wire between the
OBC and the receptacle. A quick
check to see if this black wire
does indeed go to the receptacle
will ensure a correct cut).
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Step 4: Once the wire is cut, strip back the insulation of the black wire that comes from the
receptacle. Again, trace the wire back to the receptacle to ensure the correct wire is being
stripped. Attach a Posi-Lock to the stripped wire. As for the other end of the black wire (not
used), crimp/close off the wire for protection.

Receptacle. As we can
see, the black wire
traces back to this plug.

Place the first piece of the Posi-Lock on the wire and then the second. Screw the Posi-Lock in
place and confirm a secure fit.
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Step 5: Connect the 12-gauge By-Pass / Control-Wire to the Posi-Lock. Then connect the

other side of the jumper to the negative post of the battery pack (not to be confused with any
battery, but the entire pack…see photos –most back right, under driver side– )

Make sure the Posi-Lock is tight. Check and recheck to ensure it is snug. No bare
wires should be visible.
As shown, the jumper is connected to the
Posi-Lock and the negative terminal of
the battery pack. Notice the large black
cable at this location going into the OBC.
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Step 6: Place the wires in an out-of-the-way location to allow for the removed battery to be
placed back in the pack with ease. Place the battery back in its location and connect the wires
appropriately. Replace the battery holder and make positive a snug fit. Run a test drive and a
test charge.
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